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% STAZE
R  INDIANA DEPARTMENT OF HOMELAND SECURITY
APPLICATION FOR VARIANCE CODE SERVICES SECTION

State Form 44400 {R7 /10-13) 302 West Washington Street, Room W246
Approved by State Board of Accounts, 2013 Indianapolis, IN 45204-2739

it teeer ingovidhsfirefip be comim_codef

st ks Koy ard e et

INSTRUCTIONS: Please refer to the attached four {4} page instructions. Vatiance number (Assigned by department)
Attach additional pages as needed fo complete this application.

Titfle

Name of applicant

Daniel Richcreek Owner
Name of organization Telephone number
Tippy Creek Winery (674) 453-92003

Address (number and street, city, state, and ZIP code)

5920 N. 200 East, Leesburg, IN 46538
2. PERSON SUBMITTING APPLICATION ON BEHALF OF THE APPLICANT (if not submitted by the applicant)

Name of applicant Title

Michael D, Wilson, CFEI Owner

Mame of arganization Telephone number
4Life Safety Solutions LLC, Risk Management Agency (574) 527-2089

Address (number and streef, city, state, and ZiFP code)

2019 E 700 North, Leesburg, IN 46580
3. DESIGN PROFESSIONAL OF RECORD (if applicable)

Name of design professional License number
Name of organizalion Telephone number

Address (number and street, oify, state, and ZIF code)

4. PROJECTDENTIFICATION
Name of project

Tippy Creek Winery

Address of site (number and sireet, cily, state, and ZIP code)

5020 N 200 East, Leesburg, IN 46538
Type of project

[ New [} Addition [] Alteration

5, REQUIRED ADDITIONAL INFORMATION
The following required information has been inciuded with this application (check as applicable).

A check made payable to the Indiana Department of Homeland Security for the appropriate amount. (see instructions)

State project number County

Kosciusko

[ Change of occupancy B4 Existing

B One (1) set of plans or drawings and supporting data that describe the area affected by the requested variance and any proposed alternatives.
™ wiritten documentation showing that the local fire official has recelved a copy of the variance application.

[1 wyritten documentation showing that the local building official has received a copy of the variance application.

6. VIDLATION INFORMATION
Has the Plan Review Section of the Division of Fire and Building Safety issued a Cormrection Order?

B Yes (If yes, attach a copy of the Correction Order.) TiNo

Has a violation been Issued?

2 Yes (If ves, attach a copy of the Violation and answer the folowing.) [1No

Violaticn issted by:

[1 Local Building Department [ State Fire and Building Code Enfercement Section [] Lecal Fire Department
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ae OF CaUe 9 H
. ]
1 2009 IAC 122518
" Hatore Of Non-GoMpHANGe. (alie & GOSCHoNGH-0l SHACes, Rupment Bic invaived 85 Necessan.) - B
Overhsad spans of open condustors and open multiconductor cabies not over 600 volts, nommnal, shall kave a clearance of not less than

the following:
{1) 10 feet above finished grade, sidewalks, or from any platform or projeciion from which they might be reached where the voltage
does not excesd 150 volts io ground and accessible to padestrians oniy

Select one of the following stalements:

[0 mon-compliance with the rule will not be advarse to the public health, safety or welfare; or

Applicant will underiake alternative sctiong In lleu of compliance with the rule to ensuve that granting of the vanance wik not be adverse i
pubiic haallh, safety, or weliate. Explain why aliernative actions would be adeguate (be specific). ;

Faets demoﬁéirﬁﬁng inat thé above selected statement is true:

This area as shown in attached photographs is open public area, gathering ares for seaiing, exterior of the structure. Owner purchased
appraved exterior, wei area raied UL Listed for Canada and United States, These fighis have been installed to provide lighting for safe
passage of foot traffic of patrons during early evening hours as noted in the exterior of struciure. Faor safety of patrons te eliminate the
potential of slip and fall injunies. This also assist in Highting and protection for security 1o the exterior area of the structure during after
hours times.

1 For protaction of elecivical hazards, the owner purchased & lighting system that are listed for Wat Locations UL Listed, Outdoor -
Waterproof, sble to be used in pestion of connecting up to seven (7) siring fights together with out the poiantial of overicading. The
listed zppliance is manufactured with a supporting cabie, of which is used to connect the conductor cables {o a secure device.

The eves of the siructure where the conducior is secured is buili with & finished height of eight foot, & inches {8' 8"). The conductor is
1 attached at the highest point on the eve and stung fight te a supporting post that is secured in ground for safaty, at height of more than
the eve. This aliows the conductor to be at highest point possibie above the walking surface,

| The electrical conductor i supporied by the attached cable to a branch circuit thal is supporied by 8 GFI Outlet as installed by a
qualified elecirican, per the electrical code for wet surface areas.

Al provisions possible to eliminate a potential of electrical issues have been accomidated, the conductors are newty placed in Use and
will not be subject to cold weather to eliminate any potential of darmage. All conductors will be examinated on a regular schedule far

damage issues, If damage is noted, they will be repaired or replaced by quaiified electrican. .
wormal hours of operation are posted as 12:00 noon to 7:00PM, with exception to 4:00PH on Sundays.

Structure is also protecied by fire protection / smoke detection alarm system

¢ Selec af least one of the following sisternents:
B Imposition of the rule would result in an undue hardship {vawsusl difficulty) betause of physical limitations of the construction site ¢f its Ltily senvices.
O Impasition of the rule would result in an undue hardship (unusual difficulty) becauss of major operational problems in the use of the buliding or strusture.
B2 impostiion of the rule wolld result in an undue hardship {unusus! difficulty} because of excessive cosie of additional or altered construction elements,

] Imposition of the rule would prevent the preservation of an architecturally or a historically significant part of the building or structore,

{ Facte demonstrating that the above selecied swatemens & ue:

i In examination of the design of construction of this structure, the change to the eve area where the condugtors are placed is nof
¢ pessible due to the approved design and pitch of the exterior and rocf. If the conducions weare moved 1o the area of elivation above the
* ave, it would cause for additional electricat branch circuits, then leading to the placement of & conduit and electrical outlet above the

| protection of the soffit and eve. This would expose the element 1o weather conditions, as now it is protecied.

§ The change 1o the piich of metal roof, the change to the structure as designed would not be cost effective, would causs undue hardship
1 1o owners of the struclure. -

The installation of addiional larger based exterior lighting on fixed stevated post would also not be cost effective as the design of
axterior would require removal of landscape e place conductor or condull sub-surface 1o the exterior for plecement of elevated fixed
rmast poles.

3 Request 2 variance to maintain the currently instalied Wet Losation UL Listed, Outdoor Weatherproof lighiing as Installed, per
shotographs {hat are attached. This agency is located in a rule setling, not subject o walk by pedestrain traffic, owner has atlempted to
install as 1o the intent of the code by GFI profection, providing lighting fo surface area.
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10. STATEMENT OF ACCURACY

| hereby certify undgr pepalty of perjury that the information contained in this application is accurate.
A

Signature of applicant itiing application Please print name
//I/L Michael D. Wilson, CFEI

Date of signature (month, day, year)

08/29/2018

Signature of design p fesspdhal (if applicable) - Please print name

| hereby cer?fy Pdej penaity of perjury that | am aware of this request for variance and that this application is being submitted on my behalf.

11. STATEMENT OF AWARENESS (If the application is submitted on the applicant's behalf, the applicant must sign the following statement.)

Date of signature {month, d_éy, year)

Btye of pllcén Please print name
Daniel Richcreek

Date of signature (month, day, year}

08/29/2018

Page 2 of 2



Chaney, Sarah

From: Sorensen, Edward

Sent: Wednesday, September 19, 2018 1:28 PM
To: Michiael & Tracy Wilson

Cc: Chaney, Sarah

Subject: RE: Variance

Mt. Wilson,

i received your variance requested but did not receive the attached photograph’s referenced in your letter.

Cordially,

Ed Sorensen CBO CFi CBI | Code Official-Code Enforcement
Fire & Building Safety Division

indiana Department of Homeland Security

302 W. Washingion Street, Room E241

indianapolis, IN 46204

Cell: 317-517-4524

Email: esorensen@dhs.in.gov

Web: www.in.gov/dhs

From: Michael & Tracy Wilson [mailto:4lifesafetysolutions@gmail.com]
Sent: Wednesday, September 19, 2018 1:22 PM

To: Sorensen, Edward <ESorensen@dhs.IN.gov>

Cc: Chaney, Sarah <SChaney@dhs.IN.gov>

Subject: Variance

**** This is an EXTERNAL email. Exercise caution. DO NOT open attachments or click links from
unknown senders or unexpected email. ****

Good afternoon Ed,
Attached is notification to variance request.
Please let Sarah Chaney know you have received it.

Thanks

Michael D. Wilson, CFEI, MDI
Tracy L. Cutler-Wilson, NREMT-P, MDI

Fire & Life Safety Consultant



Chaney, Sarah

From: Jared Haughee <jared@ciunetteelevator.com:
Sent: Wednesday, September 19, 2018 3:57 PM

To: Michae! & Tracy Wilson; leesburg801@gmail.com
Ce: Chaney, Sarah

Subject; RE: Variance Reguest

**** This is an EXTERNAL email. Exercise caution. DO NOT open attachments or click links from
unknown senders or unexpected email. =

Yes | have received the letter. Thank you

From: Michae! & Tracy Wilson <4iifesafetysolutions@gmail.comz>

Sent: Wednesday, September 19, 2018 1:24 PM

To: Jared Haughee <jared@clunetteelevator.com>; leesburg80i@gmail.corn
Cc: schaney@dhs.in.gov

Subject: Variance Request

Chief,
Attached is the letter of variance request. Please let Sarah Chaney know you have received the letter.

Thanks

Michael D, Wilson, CFET, MDI
Tracy L. Cutler-Wilson, NREMT-P, MDI 7

Fire & Life Safety Consultant— - - == s
Risk Management Consulting

4Life Safety Solutions
4life Enterprises, LLC
2019 E. 700 North
Leesburg, IN 46580
(574) 527-2099
Aifesafety@email.com




FIRE AND BUILDING
CODE ENFORCEMENT
INSPECTION REPORT

ORDER

DIVISION OF FIRE AND BUILDING SAFETY
INDIANA DERPARTMENT OF HOMELAND SECURITY
302 WEST WASHINGTON STREET, RM E241
INDIANAPOLIS, IN 46204
TELEPHONE: 317-232-2222
WEB ADDRESS: WWW. IN.GOV/DHS

—— —1
identification Number Nama of the facility Caunty §
AE43347198 TIPPY GREEK WINERY KOSCIUSKD 5
Address of Property Name of the Gontact Telephone Number

§920 N 200 E LEESBURG 46638

LINDSEY RICHCREEK

(674) 453-9003

Email Inspection Date
info@tippycreekwinery.com 0BAOTIZ0M8
Inspection Category Inspaction Type Inspaction Status:
UNFILED AE PERMIT INITIAL VIOLATION
MName of the inspector ED SORENSEN Phone: 3175174524
Email: esorensen@dhs.in.gov
Violations
RULE OR DATE BY ]
INDIANA WHICH '
VIO- CODE VIOLATION
LATION | SECTION MUST BE
NUMBER| VIOLATED DESCRIPTION OF VICLATION CORRECTED
1 Sec. 1004.3 Every room or space that is an assembly occupancy shall have the 09/07/2018
2014 Edition IFG ccctpant load of the room or space posted in a canspicuous place,
675 1AC 22.2.5 near the main =xit or exit access doorway from the room or space.
Posted signs shall be of an approved legible permanent design and
shall be maintainad by the owner or authorized agent,
Post gecupant load of building based on architectural drawings.
i i
2 2008 Edition IEC | 226.18)learance for Overhead Gonductors and Cables. 08/07/2018
6781AC 17-1.8 Gverhead spans of open condugters and open multiconductor cables
of not over 600 volts, nominal, shall have a clearance of not [ess than
the following: —
{1} 3.0 m (10 f#) ¢ above finished grade, sidewalks, or from any
platform or projection from which they might be reached where the
voltage does not exceed 150 volts to ground and aceessible to
pedestrians only
(2} 3.7 m (12 ft) & over residential property and driveways, and those
commercial areas not subject to fruck traffic where the voitage does
not exceed 308 volis to ground )
(3} 4.5 m (15 1) ¢ for those areas listed in the 3.7-m (12-ft)
classification where the voitage exceeds 300 volfs to ground
{4} B.5 m (18 f) ¢ over public streets, alleys, roads, parking areas .
subject to truck traffic, driveways on other than residential property,
and other land traversed by vehicles, such as cultivated, grazing,
forest, and orchard
Festoon lighting is mounted as low as about §-1/2 feet from grade.
It neads to be at least 10 ft, from grade and installed per
manufacturer's instructions and UL listing.
3 IC 22143 Sec. 5. {a) This section applies to the following: 08/07/2018
Amusement and (1) Each person who has control over the performance of an
Entertalnment amusemaent or entertainment described in
Permits 1C 22-12-1-23 . N
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{2} Each person who has contrel over a requlated place of
entertainment.

{k) A person described in subsection {a) commits a Class C infraction
[3H

(1) a regulated place of amusement or entertainment is used for an
amusement or enfertainment

described in 1C 22-12-1-23 ; and

(2} no regulated place of amusement or entertainment permit or
special event endorsement issued

under this chapter covers the conditions at the regulated place of
amusement or entertainment that

affect fire and explosion safety.

Amusement and entertainment events are being held at this facility
that require an Indiana Amusement and Entertalnment permit. Please

apply using attached onling method or paper application.

Sec. 530_3_-5 Compressed gas containars, cylinders, tanks and systems shall be 09/07/2018
2014 Edition IFC | gacured against accidentai dislodgement and against access by
B7T5IAC 22-2.6 unauthorized personnel in accordance with Sections 5303.5.1 through
5303.5.3.
Secure all COZ tanks.
Sec. 703.2.3 Swinging fire doors shail close from the full-open position and latch 09/07/2018
2014 Edition IFC automatically. The door closer shali exert enough force to close and
GTEIAC 22-2.8 tatch the door from any pariiaily open position.
Fira rated door to store room needs a proper closer.
Sec. 695_-? Electrical appliances and fixtures shall be tested and listed in 09/07/2648
20144 Edition IFGC | published reports of inspected electrical equipment by an approved
676 IAC 22-2.5 agency and installed and maintained in aceordance with all
instructions included as part of such listing.
Provide manufacturer's instuctions for the festoon lighting to verify
compliance.
2012 Edition IPC 09/07/2018

675 |1AC 16-1.4

504.6 Requirements for discharge piping.
The discharge piping serving a pressure relief valve, temperature relief
vaive or combination thereof shall:

1. Not be directly connected to the drainage system.

2. Discharge through an air gap located in the same room as the water
heater.

3. Mot be smaller than the diameter of the outlet of the valve served
and shall discharge full size to the air gap.

4, Serve a single relief device and shall not connect to piping serving
any other ralief device or equipimant,

. Discharge to the floor, to an indirect waste receptor or to the
putdoors. Where discharging to the outdoors in areas subject to
freezing, discharge piping shall be first piped to an indirect waste
receptor through an air gap located in a conditioned area,

6. Discharge in a manner that does not cause personal injury or
structural damage.

7. Discharge to a termination point that s readily observabile by the
building occupants,

8. Not be trapped.

9. Be installed so as to flow by gravity.

10. Not terminate more than 6 inches (152 mm} above the floor or
waste receptor.

11. Mot have a threaded connection at the end of such piping.
42, Not have valves or fee fiftings.
13. Be constructed of those materials listed in Section 605.4 or
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materials tested, rated and approved for such Use in accordance with
ASME A112.4.1.

Relief valve on water heater needs discharge pipe terminating within 6
inches of floor to prevent scauiding.

Sec. 703.1
2014 Edition {FC
875 1AC 22-2.5

The required fire-resistance rating of fire-resistance-rated construction
(including walls, firestops, shaft enclosures, partitions, smeke
barriers, floors, fire-resistive coatings and sprayed fire-resistant
materials applied to structural members and fire-resistant joint
systems} shall be maintained. Such elements shatll be visually
inspected by the owner annually and properly repaired, restored or
replaced when damaged, altered, breached or penetrated. Where
concealad, such elements shall not be required to be visually
inspected by the owner uniess the concealed space is accessible by
the removal or movement of a panel, access door, ceiling file or
shmilar movable entry to the space. Openings made therein for the
passage of pipes, electrical conduit, wires, ducts, air transfer openings
and holes made for any reason shall be protected with approved
methods capable of resisting the passage of smoke and fire. Openings
through fire-resistance-rated assemblies shall be protected by self- or
automatic-closing doors of approved construction meeting the fire
protection requirements for the assembiy.

Repair holes, seams and apenings in fire rated wall with equivalent
materials and/or approved fire siopping methad in the utility room.

Ge/o7/2018

! Facility id

AE433471%

Received By Name Signature and Date
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Tippy Creek Winery

09/04/2018 Indiana Dept. of Homeland Security
Date Type Reference Original Amount Balance Due
09/04/2018 Bill 276.00 276.00
Check Amount
Tippy Creek Winery b
i JP}J_Y TTN VYT (Ul)r
09/04/2018 Indiana Dept. of Homeland Security
Date Type Reference Original Amount Balance Due
09/04/2018 Bill ‘ 276.00 276.00
Check Amount -

Tippy Creek Winery \

1948

Payment
276.00
276.00

276.00

Logd

Payment
276.00
276.00

276.00
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7. DESCRIPTION OF REQUESTED VARIANCE
Name of code or standard and edition involved

2009 |AC 17-1.8 17-1.8
Nature of non-compliance {include a descripfion of spaces, equipment, efc. involved as necessary.}
Overhead spans of open conductors and open multiconductor cables not over 800 volis, normal, shall have a clearance of not less than

the following: .
(1) 10 feet above finished grade, sidewalks, or from any platform or projection from which they might be reached where the voltage
does not exceed 150 volts to ground and accessible to pedestrians only

Specific code section

8. DEMONSTRATION THAT PUBLIC HEALTH, SAFETY, AND WE.LFARE WILL BE PROTECTED
Select one of the following statements:

[ Non-compliance with the rule will not be adverse to the public health, safety or welfare; or

Applicant will undertake alternative actions in lieu of compliance with the rule to ensure that granting of the variance will not be adverse to
public health, safety, or welfare. Explain why alternative actions would be adequate (be specific).

Facts demenstrating that the above selected statement is true:

This area as shown in attached photographs is open public area, gatheting area for seating, exterior of the structure. Owner purchased
approved exterior, wet area rated UL Listed for Canada and United States. These lights have been installed to provide lighting for safe
passage of foot traffic of patrons during early evening hours as noted in the exterior of structure. For safety of patrons to eliminate the
potential of slip and fall injuries. This also assist in lighting and protection for security to the exterior area of the structure during after
hours times. -

For protection of electrical hazards, the owner purchaséd a lighting system that are listed for Wet Locations UL Listed, Outdoor -
Waterproof, able to be used in postion of connecting up to seven (7) string lights together with out the potential of overloading. The
listed appliance is manufactured with a supporting cable, of which is used to connect the conductor cables to a secure device.

The eves of the structure where the conductor is secured is built with a finished height of eight foot, 6 inches (8' 6"). The conductor is
attached at the highest point on the eve and stung tight to a supporting post that is secured in ground for safety, at height of more than
the eve. This aliows the conductor to be at highest point possible above the walking surface.

The electrical conductor is suppotted by the attached cable to a branch circuit that is supported by a GFl Outlet as installed by a
qualified electrican, per the electrical code for wet surface areas. )

All provisions possible to eliminate a potential of electrical issues have been accomidated, the conductors are newly placed in use and
will not be subject to cold weather to eliminate any potential of damage. All conductors will be examinated on a regular schedule for
damage issues. |f damage is noted, they will be repaired or replaced by qualified slectrican.

Normal hours of operation are posted as 12:00 noon to 7:00PM, with exception to 4:00PM on Sundays.

Structure is also protected by fire protection / smoke detection alarm system,

9. DEMONSTRATION OF UNDUE HARDSHIP OR HISTORICALLY SIGNIFICANT STRUCTURE
Select at least one of the following statements:
B Imposition of the rule would result in an undue hardship (unusual difficulty) because of physical limitations of the construction site or its utility services.
1 Imposition of the rule would result in an undue hardship (unusual difficulty) because of major operational problems in the use of the building er structure.

B Imposition of the rule would result in an undue hardship (unusual difficulty) because of excessive costs of additional or altered canstruction elements.

[ Imposition of the rule would prevent the preservation of an architecturally or a historically significant part of the building or structure.

Facts demonstrating that the above selected statement is true:

In examination of the design of construction of this structure, the change to the eve area where the conductors are placed is not
possible due to the approved design and pitch of the exterior and roof. If the conductors were moved to the area of elivation above the
eve, it would cause for additional electrical branch circuits, then leading to the placement of a conduit and electrical outlet above the ’
protection of the soffit and eve. This would expose the element to weather conditions, as now it is protected.

The change to the pitch of metal roof, the change to the structure as designed would not be cost effective, would cause undue hardship
to owners of the structure.

The installation of additionai larger based exterior lighting on fixed elevated post would also not be cost effective as the design of
exterior would require removal of landscape to place conductor or conduit sub-surface to the exterior for placement of elevated fixed
mast poles. :

Request a variance to maintain the currently instatled Wet Location UL Listed, Outdoor Weatherproof lighting as installed, per
photographs that are attached. This agency is located in a rule setting, not subject to walk by pedestrain traffic, owner has attempted to
install as to the intent of the code by GFI protection, providing lighting to surface area.
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